	Office of the Executive Engineer (C)

BSNL Civil Division, Block No-5, 4th Floor, 

Phase-III, Sector-6, Kangnadhar, 

New Shimla-171009.
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Name of work:-“ Provision of sliding glass , glass film and maintenance of old window in OMCR Room for Nokia MSC CTO building, The Mall Shimla (HP)” 

	
	QUOTATION

	
	Issued to :
	
	
	
	
	

	SCHEDULE OF QUANTITIES

	
	
	
	
	
	
	

	Sr.No.
	Description of Item
	Quantity
	Rate
	Unit
	Amount

	
	
	
	
	
	
	

	
	Sub-Head : Wood  and P.V.C. Work

	1.
	Providing and fixing glazed shutters for doors, windows and clerestory windows using 4 mm thick float glass panes, including ISI marked M.S. pressed butt hinges bright finished of required size with necessary screws. 
	
	
	
	
	

	 a)
	Kiln seasoned and chemically treated hollock wood. 
	
	
	
	
	

	
	
	
	
	
	
	

	  (i)
	30 mm thick 
	1.00
	Sqm  
	
	One Square Metre                          
	

	
	
	
	
	
	
	

	
	(Rupees ....... ........... .......... ......... ....... ...... ................. .................... ..................... only)

	
	
	
	
	
	
	

	2.
	Supply of labour for miscellaneous civil maintenance work of petty nature. 
	
	
	
	
	

	
	
	
	
	
	
	

	 a)
	Skilled labour 
	1.00
	days 
	
	per day                                   
	

	
	
	
	
	
	
	

	
	(Rupees ....... ........... .......... ......... ....... ...... ................. .................... ..................... only)

	
	
	
	
	
	
	

	 b)
	Semi-skilled 
	1.00
	days 
	
	per day                                   
	

	
	
	
	
	
	
	

	
	(Rupees ....... ........... .......... ......... ....... ...... ................. .................... ..................... only)

	
	
	
	
	
	
	

	 c)
	Un-skilled 
	1.00
	days 
	
	per day                                   
	

	
	
	
	
	
	
	

	
	(Rupees ....... ........... .......... ......... ....... ...... ................. .................... ..................... only)

	
	
	
	
	
	
	

	
	Sub-Head : Finishing

	3.
	Painting with synthetic enamel paint of approved brand and manufacture of required colour to give an even shade: 
	
	
	
	
	

	
	
	
	
	
	
	

	 a)
	Two or more coats on new work over an under coat of suitable shade with ordinary paint of approved brand and manufacture. 
	1.25
	Sqm  
	
	One Square Metre                          
	

	
	
	
	
	
	
	

	
	(Rupees ....... ........... .......... ......... ....... ...... ................. .................... ..................... only)

	
	
	
	
	
	
	

	
	Sub-Head : Aluminium Work

	4.
	Providing and fixing aluminium work for doors, windows, ventilators and partitions with extruded built up standard tubular sections/appropriate Z sections and other sections of approved make conforming to IS: 733 and IS: 1285, fixing with dash fasteners of required dia and size, including necessary filling up the gaps at junctions, i.e. at top, bottom and sides with required EPDM rubber/neoprene gasket etc. Aluminium sections shall be smooth, rust free, straight, mitred and jointed mechanically wherever required including cleat angle, Aluminium snap beading for glazing / paneling, C.P. brass/ stainless steel screws, all complete as per architectural drawings and the directions of Engineer-in-charge. (Glazing, paneling and dash fasteners to be paid for separately) : 
	
	
	
	
	

	 a)
	For fixed portion 
	
	
	
	
	

	
	
	
	
	
	
	

	  (i)
	Anodised aluminium (anodised transparent or dyed to required shade according to IS: 1868, Minimum anodic coating of grade AC 15) 
	3.00
	Kg   
	
	One Kilogram                              
	

	
	(Rupees ....... ........... .......... ......... ....... ...... ................. .................... ..................... only)

	
	
	
	
	
	
	

	5.
	Providing and fixing glazing in aluminium door, window, ventilator shutters and partitions etc. with EPDM rubber / neoprene gasket etc. complete as per the architectural drawings and the directions of engineer-in-charge . (Cost of aluminium snap beading shall be paid in basic item): 
	
	
	
	
	

	
	
	
	
	
	
	

	 a)
	With float glass panes of 5.50 mm thickness 
	3.50
	Sqm  
	
	One Square Metre                          
	

	
	
	
	
	
	
	

	
	(Rupees ....... ........... .......... ......... ....... ...... ................. .................... ..................... only)

	
	
	
	
	
	
	

	6.
	Providing and fixing double sliding aluminium channel and U clit with roller of standard section in existing aluminium frame work with necessary steel screws all complete as per the direction of Engineer-in-charge 
	14.00
	m    
	
	One Metre                                 
	

	
	
	
	
	
	
	

	
	(Rupees ....... ........... .......... ......... ....... ...... ................. .................... ..................... only)

	
	
	
	
	
	
	

	7.
	Providing and fixing glass film of approved make to window tint for solar heat control all complete as per the direction of Engineer-in-charge 
	3.50
	Sqm  
	
	One Square Metre                          
	

	
	
	
	
	
	
	

	
	(Rupees ....... ........... .......... ......... ....... ...... ................. .................... ..................... only)

	
	
	
	
	
	
	

	
	
	
	
	TOTAL  :      
	

	
	
	
	
	
	
	


Executive Engineer (C)











BSNL, Civil Division,











Shimla (HP).
